
Manufacturer: Chint Power Systems America
Model #: CPS SCA60KTL-DO/US-480

Rated Maximum Continuous Output Power: 60.00 kW Night Tare Loss: -0.88 W

Vmin: 540 Vdc Vnom: 730 Vdc Vmax: 850 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 6.00 12.00 18.00 30.00 45.00 60.00 Wtd
Vmin 540 96.5 97.5 97.9 98.1 97.9 97.7 97.9
Vnom 730 98.2 98.7 98.8 98.8 98.7 98.5 98.7
Vmax 850 98.0 98.6 98.7 98.7 98.5 98.4 98.5

CEC Efficiency = 98.5%

540 Vdc
730 Vdc
850 Vdc

70

75

80

85

90

95

100

0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1

E
ff

ic
ie

n
cy

, 
%

% of Rated Output Power

540

730

850



Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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10% Vmin 6025.49 542.27 96.53 6025.17 542.30 96.51 6024.61 542.29 96.51 6024.07 542.28 96.50 6024.04 542.28 96.51
20% Vmin 12068.44 542.41 97.47 12070.39 542.42 97.48 12069.27 542.42 97.47 12069.74 542.41 97.48 12068.62 542.43 97.48
30% Vmin 17948.68 542.23 97.88 17947.22 542.29 97.89 17958.80 542.33 97.89 17952.41 542.32 97.88 17954.82 542.29 97.89
50% Vmin 29992.72 542.47 98.05 29993.90 542.47 98.05 29988.21 542.47 98.05 29990.60 542.42 98.06 29996.32 542.48 98.05
75% Vmin 44933.66 542.66 97.94 44936.19 542.66 97.94 44933.88 542.69 97.94 44933.87 542.67 97.95 44937.79 542.65 97.94
100% Vmin 59626.90 542.99 97.73 59620.38 542.98 97.73 59622.03 543.00 97.73 59628.59 543.00 97.73 59623.44 543.01 97.73

10% Vnom 6032.58 729.67 98.23 6032.28 729.68 98.23 6032.14 729.67 98.23 6030.92 729.67 98.22 6030.31 729.68 98.22
20% Vnom 12080.02 729.80 98.71 12080.99 729.79 98.71 12075.02 729.78 98.71 12079.88 729.79 98.71 12079.36 729.79 98.71
30% Vnom 18055.61 729.77 98.79 18056.27 729.79 98.79 18054.13 729.79 98.79 18061.84 729.79 98.79 18056.22 729.78 98.79
50% Vnom 30041.60 729.90 98.78 30041.44 729.90 98.78 30038.93 729.90 98.78 30040.09 729.90 98.78 30047.31 729.90 98.78
75% Vnom 44944.63 730.10 98.65 44944.54 730.10 98.65 44939.86 730.10 98.65 44938.56 730.10 98.66 44936.82 730.10 98.66
100% Vnom 59951.68 730.72 98.50 59948.47 730.70 98.50 59947.92 730.69 98.50 59949.31 730.66 98.50 59943.46 730.59 98.50

10% Vmax 6026.22 849.83 98.01 6025.26 849.83 98.00 6023.02 849.83 98.00 6021.78 849.84 98.01 6022.92 849.83 97.99
20% Vmax 12039.86 849.94 98.55 12040.71 849.91 98.55 12045.28 849.92 98.55 12046.73 849.91 98.55 12044.34 849.92 98.55
30% Vmax 17988.23 847.91 98.67 17980.86 847.92 98.67 17979.83 847.91 98.66 17981.81 847.91 98.66 17983.06 847.91 98.66
50% Vmax 30021.41 848.05 98.66 30020.98 848.05 98.66 30024.04 848.06 98.66 30011.42 848.05 98.66 30042.62 848.05 98.66
75% Vmax 44976.04 848.20 98.52 44975.83 848.20 98.52 44978.13 848.20 98.53 44985.22 848.20 98.52 44990.92 848.21 98.52
100% Vmax 59853.97 848.48 98.35 59857.43 848.49 98.35 59860.60 848.50 98.36 59848.51 848.50 98.35 59852.40 848.48 98.36
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