Manufacturer: Danfoss Solar Inverters

Model #: DLX 2.0 UL

Rated Maximum Continuous Output Power: 2.01 kw Night Tare Loss: -0.90 W
Vmin: 235 Vvdc Vnom: 365 Vvdc Vmax: 490 Vvdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (Vdc) | 0.20 0.40 0.60 1.00 151 2.01 Wtd
Vmin 235 91.7 95.1 95.6 96.5 96.6 96.3 96.2
Vnom 365 92.9 95.4 96.2 96.8 96.9 96.7 96.6
Vmax 490 91.0 94.0 95.3 96.3 96.6 96.6 96.0

CEC Efficiency = 96.5%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5

Output Input Output | Input Output | Input Output | Input Output | Input Output | Input

Power Voltage Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage ' Efficiency
(% of rated) (Vdc) (kW) (Vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%)

10% Vmin 0.188 2345 91.649 0.188 2345 91.682 0.188 2345 91.678 0.189 2345 91.752 0.188 234.51 91.666

20% Vmin 0.4257 234.47 95.148 0.426 234.47 95.119 0.426 234.46 95.113 0.426 234.48 95.134 0.426 234.48 95.142

30% Vmin 0.6303 234.55 95.637 0.63 234.55 95.65 0.63 234.55 95.638 0.63 234.54 95.645 0.63 234.54 95.661

50% Vmin 1.0776 234.63 96.457 1.078 234.64 96.456 1.077 234.63 96.461 1.077 234.63 96.45 1.077 234.62 96.467

75% Vmin 1.465 234.67 96.584 1.465 234.65 96.589 1.465 234.66 96.562 1.464 234.66 96.583 1.464 234.67 96.575
100% Vmin 1.9687‘ 234.72‘ 96.33“ 1.969‘ 234.7‘ 96.359“ 1.97‘ 234.72‘ 96.35“ 1.971‘ 234.71‘ 96.373“ 1.969‘ 234.71‘ 96.318"

10% Vnom 0.194 364.92 93.017 0.194 364.89 93.092 0.194 364.89 93.02 0.177 364.87 92.665 0.177 364.89 92.719

20% Vnom 0.4302 364.91 95.417 0.43 364.9 95.435 0.43 364.9 95.443 0.43 364.9 95.466 0.43 364.92 95.445

30% Vnom 0.6343 364.89 96.208 0.634 364.9 96.23 0.634 364.87 96.254 0.635 364.93 96.242 0.634 364.93 96.207

50% Vnom 1.0259 364.89 96.758 1.026 364.93 96.757 1.026 364.94 96.756 1.026 364.9 96.767 1.026 364.9 96.767

75% Vnom 1.4513 364.93 96.918 1.451 364.93 96.898 1.451 364.95 96.895 1.451 364.91 96.903 1.451 364.9 96.921
100% Vnom 1.9588‘ 364.94‘ 96.709“ 1.96‘ 364.97‘ 96.733“ 1.96‘ 364.98‘ 96.726“ 1.959‘ 364.97‘ 96.716“ 1.959‘ 364.97‘ 96.714"

10% Vmax 0.1735 489.76 91.106 0.173 489.74 90.903 0.173 489.8 91.027 0.173 489.76 90.967 0.173 489.8 90.866

20% Vmax 0.4086 489.78 93.999 0.409 489.74 93.985 0.408 489.76 94.004 0.408 489.79 94.006 0.409 489.75 94.053

30% Vmax 0.6388 489.73 95.369 0.638 489.78 95.324 0.639 489.73 95.342 0.638 489.79 95.314 0.639 489.75 95.353

50% Vmax 1.0728 489.82 96.315 1.073 489.81 96.291 1.073 489.78 96.305 1.072 489.81 96.286 1.072 489.83 96.285

75% Vmax 1.5501 489.82 96.596 155 4898 96.595 155 489.82 96.595 1.551 489.81 96.653 1.55 489.81 96.596
100% Vmax 1.9976 489.83 96.646 1.998 489.84 96.658 1.998 489.86 96.647 1.999 489.84 96.65 1.999 489.83 96.645

Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10

Output Input Output | Input Output| Input Output| Input Output| Input Output| Input

Power Voltage Power Voltage Efficiency | Power Voltage | Efficiency | Power | Voltage | Efficiency || Power | Voltage | Efficiency | Power Voltage Efficiency
(% of rated) (Vdc) (kw) (Vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%)
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