
Manufacturer: Growatt New Energy Co., Ltd

Model #: GROWATT 2000HF-US (240 Vac)

Rated Maximum Continuous Output Power: 2.00 kW Night Tare Loss: 0.12 W

Vmin: 250 Vdc Vnom: 360 Vdc Vmax: 450 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 0.20 0.40 0.60 1.00 1.50 2.00 Wtd
Vmin 250 90.1 92.5 94.5 95.9 95.8 95.3 95.2
Vnom 360 91.3 94.0 95.7 96.6 96.4 95.8 96.0
Vmax 450 89.4 92.4 95.0 96.1 96.0 95.4 95.4

CEC Efficiency = 95.5%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%)
10% Vmin 0.1985 250.24 90.052 0.199 249.93 90.073 0.199 250.42 90.181 0.199 249.42 90.234 0.198 250.24 89.927
20% Vmin 0.3944 250.74 92.611 0.387 249.86 92.437 0.395 251.92 92.741 0.391 248.65 92.522 0.382 249.35 92.423
30% Vmin 0.6101 250.43 94.478 0.61 249.68 94.474 0.604 251.66 94.468 0.612 250.36 94.461 0.611 251.11 94.592
50% Vmin 0.9847 246.65 95.854 0.993 250.21 95.885 1 250.42 95.903 0.992 248.45 95.850 0.983 244.7 95.770
75% Vmin 1.4949 247.67 95.822 1.507 249.13 95.842 1.521 251.04 95.795 1.487 246.03 95.778 1.519 251.04 95.784
100% Vmin 1.9609 249.95 95.189 1.964 249.25 95.211 1.958 250.48 95.295 1.975 250.61 95.244 1.965 250.25 95.394
10% Vnom 0.1971 363.96 91.889 0.192 359.38 90.753 0.199 365.17 92.234 0.191 355.98 90.708 0.186 361.08 90.950
20% Vnom 0.3884 367.74 93.808 0.396 366.75 93.832 0.402 368.36 94.026 0.402 366.26 94.178 0.397 366.62 94.060
30% Vnom 0.6052 367.3 95.651 0.61 367.71 95.675 0.6 367.06 95.689 0.609 367.38 95.722 0.597 368.13 95.651
50% Vnom 1.0116 364.25 96.557 1.01 366.15 96.605 1.017 365.18 96.521 1.004 366.45 96.586 1.009 366.43 96.508
75% Vnom 1.5009 364.87 96.365 1.495 364.81 96.434 1.505 364.1 96.405 1.492 362.31 96.381 1.489 365.53 96.353
100% Vnom 1.9307 362.82 95.800 1.941 362.77 95.785 1.937 362.79 95.707 1.94 362.78 95.738 1.936 362.8 95.767
10% Vmax 0.1971 451.11 89.146 0.198 450.18 89.457 0.197 449.91 89.157 0.196 452.78 89.642 0.197 452.58 89.427
20% Vmax 0.4066 452.11 92.302 0.405 450.34 92.143 0.407 449.79 92.538 0.406 450.11 92.478 0.406 450.77 92.481
30% Vmax 0.6043 449.82 94.982 0.606 449.4 94.900 0.607 447.73 95.110 0.602 447.2 94.991 0.604 451.07 95.203
50% Vmax 0.9773 449.09 96.100 0.977 450.11 96.029 0.992 450.64 96.074 1.003 452.36 96.079 1.003 452.36 96.079
75% Vmax 1.4901 447.07 95.971 1.5 448.33 96.079 1.5 449.49 96.036 1.486 450.14 96.014 1.493 448.38 95.982
100% Vmax 1.9137 451.46 95.431 1.915 451.45 95.440 1.915 451.46 95.449 1.915 451.46 95.454 1.913 451.47 95.459
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