Manufacturer: GROWATT NEW ENERGY TECHNOLOGY CO., LTD
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Model # GROWATT 33000TL3-US Output Voltage: 277Vac/480Vac
Rated Maximum Continuous Output Power: 32273.10 W Night Tare Loss: 2.092 W
Vmin: _ 480.0 Vdc Vnom: 700.0 Vdc Vmax: 800.0 Vdc
Power Level (%; W)
10% 20% 30% 50% 75% 100%
Input Voltage (Vdc) | 3227.31 6454.62 9681.93 16136.55 24204.83 32273.10 wid
Vmin 480 97.3 97.8 98.1 98.1 97.8 97.5 97.9
Vnom 700 97.8 98.6 98.8 98.9 98.7 98.5 98.7
Vmax 800 97.5 98.0 98.3 98.5 98.3 98.1 98.3
CEC Efficiency = 98.5%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
Output Output Input Output Input Output Input Output Input Output Input
Power |Input Voltage|| Power | Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 3392.90 | 479.88 97.33 3453.27 479.89 97.35 3409.96 479.90 97.05 3414.18 479.92 97.48 3413.79 479.90 97.31
20% Vmin 6678.09 | 479.82 97.80 6664.25 479.80 97.77 6681.11 479.82 97.81 6690.88 479.81 97.93 6680.38 479.81 97.80
30% Vmin 9998.00 | 479.71 98.16 9856.11 479.71 98.04 10035.58 | 479.69 98.09 9995.67 479.71 98.12 9994.73 479.71 98.10
50% Vmin 16448.13 | 479.42 98.06 16401.44 | 479.42 98.07 16427.09 | 479.43 98.06 16468.03 | 479.42 98.10 16462.83 | 479.42 98.08
75% Vmin 24741.70 | 479.02 97.87 24669.35 | 479.01 97.83 24723.60 | 479.01 97.85 24714.90 | 479.03 97.83 24751.78 | 479.02 97.85
100% Vmin 32820.28 | 478.79 97.55 32862.27 | 478.78 97.49 32845.13 | 478.79 97.52 32830.50 | 478.78 97.52 32859.98 | 478.78 97.52
10% Vnom 3388.90 | 702.93 97.74 3428.27 702.89 97.67 3439.51 702.90 98.08 3422.94 702.92 97.92 3416.51 702.90 97.82
20% Vnom 6765.56 | 702.82 98.59 6675.41 702.83 98.51 6702.35 702.83 98.53 6759.59 702.85 98.68 6766.98 702.86 98.65
30% Vnom 10085.34 | 702.77 98.86 10037.58 | 702.78 98.85 10084.88 | 702.77 98.90 10084.30 | 702.77 98.79 10197.20 | 705.66 98.68
50% Vnom 16711.80 | 705.63 98.79 16710.75 | 705.62 98.83 16710.50 | 705.62 98.88 16715.33 | 705.62 98.92 16712.11 | 705.63 98.85
75% Vnom 24849.77 | 705.43 98.73 24985.92 | 705.43 98.66 24765.58 | 705.45 98.75 24988.10 | 705.43 98.75 24987.83 | 705.46 98.73
100% Vnom 33006.22 | 705.25 98.53 32687.50 | 705.21 98.56 32743.48 | 705.20 98.58 32997.35 | 705.18 98.54 32698.98 | 705.15 98.50
10% Vmax 3296.32 | 800.08 97.33 3350.73 800.07 97.02 3382.60 800.03 97.73 3436.36 800.03 97.93 3335.53 799.97 97.58
20% Vmax 6716.73 | 799.96 97.82 6488.72 799.99 98.14 6466.40 799.98 97.90 6713.80 799.93 97.82 6571.65 799.90 98.37
30% Vmax 10055.76 | 799.87 98.35 10084.54 | 799.88 98.13 10060.21 | 799.85 98.37 10037.03 | 799.87 98.32 10085.32 | 799.86 98.41
50% Vmax 16705.04 | 799.50 98.50 16709.58 | 799.51 98.42 16702.86 | 799.53 98.45 16698.43 | 799.46 98.54 16697.07 | 799.45 98.50
75% Vmax 24737.60 | 799.36 98.28 24450.40 | 799.39 98.36 24896.10 | 799.36 98.31 24866.08 | 799.36 98.16 24577.23 | 799.42 98.39
100% Vmax 33047.70 | 799.23 98.08 32717.37 | 799.25 98.13 32862.27 | 799.26 98.10 33157.37 | 799.25 98.08 33060.00 | 799.25 98.13
Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10
Output Output Input Output Input Output Input Output Input Output Input
Power Input Voltage || Power | Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
10% Vmin
20% Vmin
30% Vmin
50% Vmin
75% Vmin
100% Vmin
10% Vnom
20% Vnom
30% Vnom
50% Vnom
75% Vnom
100% Vnom
10% Vmax
20% Vmax
30% Vmax
50% Vmax
75% Vmax
100% Vmax
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