Manufacturer: GROWATT NEW ENERGY TECHNOLOGY CO., LTD

Model # GROWATT 40000TL3-US Output Voltage: 277Vac/480Vac
Rated Maximum Continuous Output Power: 39847.50 W Night Tare Loss: 2.051 W
Vmin: _ 570.0 Vdc Vnom: 700.0 Vdc Vmax: 800.0 Vdc
Power Level (%; W)
10% 20% 30% 50% 75% 100%
Input Voltage (Vdc) | 3984.75 7969.50 11954.25 19923.75 29885.63 39847.50 wid
Vmin 570 97.5 98.0 98.0 98.2 98.0 97.6 98.0
Vnom 700 98.2 98.6 98.6 98.4 98.7 98.5 98.6
Vmax 800 97.5 98.1 98.1 98.0 98.3 98.1 98.2

CEC Efficiency = 98.5%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
Output Output Input Output Input Output Input Output Input Output Input
Power |Input Voltage|| Power | Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 4098.48 | 569.53 97.39 4114.34 569.43 97.39 4098.47 569.42 97.54 4030.11 569.41 97.53 4039.90 569.41 97.53
20% Vmin 8019.43 | 568.93 97.97 8004.15 568.94 97.96 8009.06 568.95 97.96 8014.25 568.94 97.96 8016.62 568.96 97.96
30% Vmin 12093.47 | 568.37 98.05 12333.45 | 568.52 98.04 12143.62 | 568.43 98.03 12030.58 | 568.44 98.02 11945.83 | 568.44 98.00
50% Vmin 19965.92 | 569.33 98.32 19906.00 | 569.33 98.26 19896.93 | 569.32 98.19 19975.53 | 569.33 98.26 19924.70 | 569.32 98.17
75% Vmin 29935.85 | 568.91 97.98 29846.78 | 568.92 97.90 29788.92 | 568.95 97.99 29777.20 | 568.94 97.96 29914.05 | 568.93 97.95
100% Vmin 39626.28 | 568.65 97.65 39654.37 | 568.64 97.59 39746.83 | 568.63 97.59 39752.73 | 568.64 97.58 39712.82 | 568.65 97.61
10% Vnom 4088.49 | 705.29 98.09 3936.75 705.45 98.19 3778.46 705.47 98.19 4270.50 705.06 98.18 3912.84 705.39 98.20
20% Vnom 8112.77 | 705.04 | 98.59 8127.68 705.01 98.59 8084.04 705.05 98.59 8128.08 705.02 98.59 8110.58 705.03 98.59
30% Vnom 12133.50 | 704.61 98.61 12127.43 | 704.60 98.61 12117.38 | 704.58 98.61 12123.35 | 704.59 98.61 12126.42 | 704.58 98.61
50% Vnom 20112.50 | 703.89 98.39 20106.07 | 703.89 98.38 20119.23 | 703.86 98.46 20117.13 | 703.86 98.45 20110.98 | 703.87 98.36
75% Vnom 29946.32 | 705.04 | 98.76 30244.15 | 705.01 98.76 30148.38 | 704.98 98.70 30146.08 | 704.98 98.76 30096.18 | 705.00 98.69
100% Vnom 39671.80 | 704.70 98.57 39662.48 | 704.72 98.57 39648.27 | 704.79 98.51 39880.98 | 704.74 98.52 39605.92 | 704.78 98.49
10% Vmax 4114.20 | 799.52 97.52 4132.27 799.57 97.53 4124.00 799.57 97.52 4048.18 799.59 97.51 4130.41 799.55 97.51
20% Vmax 8131.15 | 799.21 98.06 8129.42 799.21 98.05 8131.81 799.19 98.06 8134.80 799.23 98.05 8014.24 799.25 98.05
30% Vmax 12104.48 | 798.88 98.14 12091.17 | 798.86 98.12 12136.18 | 798.85 98.12 12130.18 | 798.87 98.10 12121.50 | 798.85 98.08
50% Vmax 20117.97 | 797.98 98.01 20121.23 | 797.99 97.98 20115.17 | 798.02 98.00 20117.62 | 798.05 97.95 20118.57 | 798.03 97.92
75% Vmax 29854.60 | 799.28 98.37 30093.38 | 799.25 98.29 30048.98 | 799.22 98.37 30118.17 | 799.21 98.33 29615.82 | 799.24 98.37
100% Vmax 39817.63 | 798.95 98.07 40234.55 | 798.94 98.09 40130.42 | 798.90 98.09 40190.28 | 798.88 98.05 40238.88 | 798.89 98.08
Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10
Output Output Input Output Input Output Input Output Input Output Input
Power Input Voltage || Power | Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency Power Voltage | Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
10% Vmin
20% Vmin
30% Vmin
50% Vmin
75% Vmin
100% Vmin
10% Vnom
20% Vnom
30% Vnom
50% Vnom
75% Vnom
100% Vnom
10% Vmax
20% Vmax
30% Vmax
50% Vmax
75% Vmax
100% Vmax
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