Manufacturer: Ingeteam Power Technology

Model #: Ingecon Sun 2.8HF U 277Vac

0%

% of Rated Output Power

Rated Maximum Continuous Output Power: 2.799 kW Night Tare Loss: <0.5 wW
Vmin: 127 Vdc Vnom: 482 Vdc Vmax: 500 Vdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (Vdc) [ 0.28 0.56 0.84 1.40 2.10 2.80 Witd
Vmin 127 85.2 91.9 93.6 94.6 94.7 94.6 94.0
Vnom 482 88.8 94.1 95.6 96.6 96.5 96.7 96.0
Vmax 500 88.3 94.0 95.3 96.5 96.7 96.7 96.0
CEC Efficiency = 95.5%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
Output Output | Input Output | Input Output | Input Output | Input Output | Input
Power Input Voltage | Power | Voltage | Efficiency | Power |Voltage | Efficiency | Power |Voltage | Efficiency | Power |Voltage  Efficiency | Power | Voltage | Efficiency
(% of rated) (vdc) (kW) (Vdc) (%) (kW) (vdc) (%) (kW) (vdc) (%) (kW) (vdc) (%) (kW) (vdc) (%)
10% Vmin 0.23 127.39 84.678 0.23 127.42 85.576 0.23 127.45 85.624 0.22 127.39 84.828 0.22 127.41 85.192
20% Vmin 0.53 126.99 91.810 0.53 127.02 91.932 0.53 126.97 92.588 0.53 127.02 91.699 0.50 128.02 91.710
30% Vmin 0.81 127.64 93.690 0.81 127.62 93.604 0.81 127.64 93.414 0.81 127.64 93.499 0.81 127.6 93.696
50% Vmin 1.34 126.86 94.890 1.34 126.89 94.574 1.34 126.92 94.463 1.34 126.9 94.201 1.34 126.89 94.653
75% Vmin 2.04 126.97 94.742 2.03 126.92 94.622 2.04 126.94 94.827 2.03 126.94 94.807 2.01 126.92 94.697
100% Vmin 2.73 127 94.583 2.73 127.04 94.752 2.72 127.02 94.651 2.73 127.04 94.526 2.73 126.97 94.602
10% Vnom 0.25 485.48 89.03 0.25 485.5 88.416 0.25 485.56 88.896 0.25 485.47 88.797 0.25 485.51 88.72
20% Vnom 0.53 485.4 94.108 0.53 485.45 94.131 0.52 485.4 93.882 0.52 485.38 94.2 0.52 485.38 94.114
30% Vnom 0.81 485.26 95.325 0.81 485.32 95.714 0.81 485.26 95.725 0.81 485.3 95.575 0.81 485.37 95.647
50% Vnom 1.34 485.1 96.644 1.34 485.15 96.521 1.33 485.05 96.495 1.33 485.1 96.711 1.34 485.14 96.555
75% Vnom 2.03 484.9 96.32 2.03 484.8 96.508 2.03 484.85 96.439 2.04 484.9 96.673 2.03 484.81 96.659
100% Vnom 2.72 484.67 96.872 2.72 484.68 96.724 2.72 484.57 96.692 2.72 484.6 96.753 2.72 484.66 96.632
10% Vmax 0.25 497.66 88.315 0.25 497.66 88.315 0.25 497.65 88.698 0.25 497.66 88.786 0.24 497.59 87.588
20% Vmax 0.53 497.55 94.117 0.53 497.6 93.907 0.53 497.65 93.88 0.53 497.55 93.968 0.53 497.59 94.01
30% Vmax 0.78 497.4 95.345 0.77 497.39 95.16 0.77 497.44 95.278 0.78 497.4 95.44 0.78 497.43 95.371
50% Vmax 1.34 497.3 96.375 1.34 497.35 96.461 1.33 497.31 96.465 1.34 497.34 96.51 1.34 497.4 96.509
75% Vmax 2.03 497.06 96.83 2.03 497.11 96.677 2.03 497.06 96.714 2.03 497.1 96.656 2.03 497.1 96.76
100% Vmax 2.72 496.82 96.682 2.72 496.81 96.717 2.72 496.85 96.654 2.72 496.84 96.619 2.72 496.9 96.641
Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10
Output Output | Input Output | Input Output | Input Output | Input Output | Input
Power Input Voltage | Power | Voltage | Efficiency | Power |Voltage | Efficiency | Power |Voltage | Efficiency | Power |Voltage  Efficiency | Power | Voltage | Efficiency
(% of rated) (vdc) (kW) (Vdc) (%) (kW) (vdc) (%) (kW) (vdc) (%) (kW) (vdc) (%) (kW) (vdc) (%)
10% Vmin
20% Vmin
30% Vmin
50% Vmin
75% Vmin
100% Vmin
10% Vnom
20% Vnom
30% Vnom
50% Vnom
5% Vnom
100% Vnom
10% Vmax
20% Vmax
30% Vmax
50% Vmax
75% Vmax
100% Vmax
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