Manufacturer: Ningbo Ginlong Technologies Co,.Ltd.

Model #: GCI-4.6K-2G-W-US (208V)

Rated Maximum Continuous Output Power: 4.59 kW Night Tare Loss: 0.25 W
Vmin: 200 Vvdc Vnom: 360 Vvdc Vmax: 480 Vvdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (Vdc) | 0.46 0.92 1.38 2.30 3.44 4.59 Wtd
Vmin 200 92.8 94.4 95.9 97.0 96.9 96.6 96.5
Vnom 360 93.4 95.1 96.6 97.7 97.5 96.9 97.1
Vmax 480 93.3 94.8 96.3 97.4 97.2 96.8 96.8

CEC Efficiency = 97.0%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5

Output Input Output | Input Output | Input Output | Input Output | Input Output | Input

Power Voltage Power | Voltage | Efficiency | Power Voltage | Efficiency | Power | Voltage | Efficiency || Power | Voltage Efficiency | Power | Voltage  Efficiency
(% of rated) (Vdc) (kW) (Vdc) (%) (kW) | (Vvdc) (%) (kw) | (Vvdc) (%) (kW) | (Vvdc) (%) (W) (Vdc) (%)

10% Vmin 0.473 | 201.17  92.72 0.471 20241 | 92.77 0.467 201.58 | 92.79 0.467 201.31| 92.72 0.489 | 201.12 92.77

20% Vmin 0.935 | 198.42  94.38 0.942 198.35| 94.35 0.924  199.36 94.44 0.939 199.48 | 94.32 0.923 | 199.23 94.33

30% Vmin 1.381 | 199.32 95.97 1.378 | 199.28  95.87 1.386 | 199.47  95.95 1.368 | 199.67 95.86 1.359 | 199.31 95.89

50% Vmin 2.319 | 20141 97.17 2.334 | 200.56 | 96.98 2.314  199.61 | 96.91 2.338 | 199.38 | 96.88 2.347 | 199.45 96.89

75% Vmin 3.464 | 202.57  96.98 3.459 201.54 | 96.86 3.463  201.41 96.84 3.476 201.26 | 96.87 3.496 | 201.63 96.83

100% Vmin 4.631 | 202.85  96.65 4.628 201.32 | 96.64 4615  201.28 @ 96.61 4.643 202.85| 96.66 4.631 | 202.58 96.62

10% Vnom 0.478 | 359.95  93.45 0.473 360.47 | 93.29 0.469 3361.51| 93.27 0.468 360.36 | 93.54 0.468 | 360.74 93.56

20% Vnom 0.947 | 361.68  95.18 0.941 359.76 | 95.11 0.924 360.31 | 95.12 0.934 360.45| 95.14 0.923 | 360.34 95.12

30% Vnom 1.396 | 361.75 96.78 1.387 | 360.47  96.54 1.387 | 358.38 96.53 1.378 | 360.64 96.54 1.389 | 360.21 96.53

50% Vnom 2.317 | 359.86  97.66 2.312 | 358.36 | 97.68 2.316 360.65 | 97.66 2.346 | 360.58 | 97.67 2.354 | 360.87 97.68

75% Vnom 3.439 361.61 97.44 3.465 359.78 | 97.51 3.463 359.12 | 97.53 3.475 360.69 | 97.52 3.445 | 360.49 97.51

100% Vnom 4.651 | 360.98  96.93 4.623 361.31| 96.97 4.627 | 360.23 | 96.95 4.624 360.36 | 96.86 4.646 @ 360.64 96.84

10% Vmax 0.476  482.36 93.34 0.469 479.58 | 93.31 0.469 480.78 | 93.29 0.468 480.56 | 93.23 0.478 | 478.36 93.21

20% Vmax 0.951 | 481.26  94.73 0.928 480.69 | 94.78 0.925  479.47 | 94.75 0.929 480.45| 94.76 0.929 | 479.56 94.75

30% Vmax 1.396 | 483.31 96.32 1.387  481.31 96.31 1.364 | 480.78  96.32 1.386  478.68 96.34 1.397 480.34 96.35

50% Vmax 2452 | 479.89  97.43 2.324 | 481.29 97.34 2.366 480.65 | 97.35 2.326 | 479.96 | 97.36 2.321 | 480.41 97.36

75% Vmax 3.499 | 480.65 97.22 3.463 479.71| 97.21 3.455  478.34 | 97.23 3.459 480.78 | 97.19 3.468 | 480.68 97.23

100% Vmax 4.612 | 478.71  96.78 4.613 480.32 | 96.78 4.613  480.85 96.76 4.621 480.89 | 96.74 4.612 | 480.74 @ 96.71

Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10

Output Input Output | Input Output | Input Output| Input Output | Input Output | Input

Power Voltage Power Voltage Efficiency || Power | Voltage Efficiency | Power | Voltage | Efficiency | Power | Voltage Efficiency | Power | Voltage @ Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
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