Manufacturer: Ningbo Ginlong Technologies Co.,Ltd.

Model #: GCI-4K-2G-W-US (240V)

Rated Maximum Continuous Output Power: 3.99 kw Night Tare Loss: 0.25 W
Vmin: 200 Vvdc Vnom: 360 Vvdc Vmax: 480 Vvdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (Vdc) | 0.40 0.80 1.20 2.00 2.99 3.99 Wtd
Vmin 200 93.1 94.8 96.0 97.1 96.7 96.3 96.4
Vnom 360 93.7 95.5 96.6 97.8 97.4 96.9 97.1
Vmax 480 93.5 95.3 96.4 97.6 97.2 96.7 96.9

CEC Efficiency = 97.0%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5

Output Input Output | Input Output | Input Output | Input Output | Input Output | Input

Power Voltage Power | Voltage | Efficiency || Power | Voltage | Efficiency | Power Voltage | Efficiency | Power Voltage | Efficiency | Power | Voltage  Efficiency
(% of rated) (Vdc) (kW) (Vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%) (kW) | (Vvdc) (%) (W) (Vdc) (%)

10% Vmin 0.405 201.32  93.04 0.406 201.32 93.06 0.406 200.53 93.12 0.402 200.31| 93.08 0.421 | 200.54 93.12

20% Vmin 0.805 | 200.21 & 94.71 0.809 200.45 94.73 0.812 200.56 94.78 0.821  199.03 | 94.90 0.812 | 199.32 94.74

30% Vmin 1.211 | 201.33  96.06 1.213 | 201.35  96.01 1.213 | 199.32 96.08 1.232 | 198.32 96.01 1.216 | 199.56 96.04

50% Vmin 2.009 | 201.98  97.09 2.012 199.97 97.06 2.008 200.65 97.03 2.006 | 200.35 | 97.08 2.015 | 200.78 97.08

75% Vmin 3.014 | 202.67  96.69 3.021 200.23 96.73 3.015 201.36 96.74 3.021 201.63| 96.71 3.024 | 201.58 96.75

100% Vmin 4.025 20155 96.31 4.023 | 200.65 | 96.25 4.031 | 200.31| 96.27 4.025 200.86 | 96.31 4.039 | 201.47 96.24

10% Vnom 0.411 360.21 93.74 0.412 360.12 93.71 0.421 360.36 93.77 0.412 360.36 | 93.74 0.418 | 360.58 93.78

20% Vnom 0.809 | 361.33  95.55 0.814 361.32 95.55 0.823  359.68 95.56 0.825 359.68 | 95.51 0.835 | 360.98 95.48

30% Vnom 1.213 | 360.25 96.63 1.211 | 360.56  96.61 1.214 | 360.23  96.59 1.235 | 361.28 96.58 1.235 | 361.78 96.58

50% Vnom 2.006 | 359.38  97.81 2.008 359.63 97.78 2.006 361.54 97.79 2.012 | 361.89 | 97.82 2.024 | 361.82 97.83

75% Vnom 3.021 | 361.24  97.42 3.023 359.87 97.39 3.012 360.12 97.44 3.021 360.75| 97.38 3.034 | 360.59 97.45

100% Vnom 4.025 | 363.33  96.88 4.014 | 361.22 | 96.85 4.021 | 360.56 | 96.88 4.033 359.65| 96.89 4.056 | 359.71 96.91

10% Vmax 0.411 | 480.56  93.53 0.412 481.32 93.51 0.415 480.32 93.54 0.415 481.32| 93.55 0.421 | 480.32 93.58

20% Vmax 0.821 481.32  95.34 0.823 480.32 95.31 0.819 480.63 95.28 0.833 480.65| 95.35 0.856 | 480.36 95.28

30% Vmax 1.209 | 479.87 96.41 1.203 | 480.56  96.38 1.213 | 479.54 96.37 1.216  480.49 96.44 1.236 | 482.56 96.45

50% Vmax 2.013 | 480.21  97.57 2.012 481.63 97.61 2.008 481.69 97.58 2.014 | 479.33 | 97.62 2.045 | 481.33 97.58

75% Vmax 3.024 | 481.32  97.18 3.035 48236 97.21 3.013 480.36 97.23 3.021 479.87 | 97.19 3.035 | 479.78 97.21

100% Vmax 4.031 48156 96.74 4.032 | 481.54 | 96.75 4.015 | 480.53 | 96.68 4.033 480.57 | 96.71 4.027 | 480.56 96.69

Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10

Output Input Output | Input Output| Input Output| Input Output | Input Output | Input

Power Voltage Power Voltage Efficiency | Power Voltage | Efficiency ' Power Voltage | Efficiency | Power | Voltage | Efficiency | Power | Voltage @ Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
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