Manufacturer: Ningbo Ginlong Tcehnologies Co.,Ltd.

Model #: GCI-5K-2G-H-US (208V)

% of Rated Output Power

Rated Maximum Continuous Output Power: 4.99 kW Night Tare Loss: 0.25 W
Vmin: 200 Vvdc Vnom: 360 Vvdc Vmax: 480 Vvdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (Vdc) | 0.50 1.00 1.50 2.50 3.74 4.99 Wtd
Vmin 200 93.4 94.6 95.5 97.0 96.9 96.3 96.5
Vnom 360 94.4 95.5 96.4 97.7 97.6 96.7 97.2
Vmax 480 94.0 94.9 96.1 97.5 97.3 96.5 96.9
CEC Efficiency = 97.0%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5

Output Input Output | Input Output | Input Output | Input Output | Input Output | Input

Power Voltage Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage Efficiency | Power | Voltage | Efficiency || Power | Voltage | Efficiency
(% of rated) (Vdc) (kW) (Vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%) (kw) | (vdc) (%) (W) (Vdc) (%)

10% Vmin 0.532 @ 2235 93.47 0.542 2035 9341 0.532 189.2  93.46 0.545 206.9 93.46 0.563 1976 9341

20% Vmin 1.038 | 210.6 94.37 1.045 201.3 94.65 1.053 | 203.6 @ 94.68 1.076 | 204.1 @ 94.62 1.057 | 204.9 @ 94.66

30% Vmin 1523 | 1975 95.63 1.542 1973 95.58 1.588 | 195.3 @ 95.62 1563 | 195.3  95.51 1.536 | 209.3 @ 95.35

50% Vmin 2536 | 1975 97.03 2513  197.7 96.99 2563 199.6 97.06 2533 1942 96.93 2588 207.6 96.87

75% Vmin 3.732 | 200.3 96.98 3.756  203.4  96.92 3.678 187.3  96.93 3.795 201.6 96.88 3.786 204.3 96.75

100% Vmin 5.058 | 200.9 96.31 5.068 210.5 96.29 5.12 @ 206.8 | 96.23 5.084 1976 96.21 5.075 198.6  96.21

10% Vnom 0.512 @ 352.9 94.45 0.525 365.2 94.48 0.478 3723 9451 0.521 356.2 94.45 0.536 360.2 94.35

20% Vnom 1.023 | 357.5 95.45 1.033  361.3 95.36 1.089 | 347.6 @ 95.58 1.078 | 361.3 @ 95.43 1.084 | 368.4 @ 95.47

30% Vnom 1.469 | 356.3 96.36 1.478 | 358.4 @ 96.34 1.556 | 358.3  96.45 1532 | 367.5 96.31 1.545 | 360.7 @ 96.34

50% Vnom 2.487 | 361.2 97.68 2542 3545  97.71 2.458 370.2 97.78 2578 358.1 9781 2523 3695 97.72

75% Vnom 3.756 @ 365.3 97.60 3.768 365.2 97.65 3.72 | 368.6 | 97.63 3.756 368.2  97.68 3.746 365.2  97.56

100% Vnom 5.032 | 367.5 96.71 5.033 366.2 96.76 5.061 364.1 96.73 5.083 3619 96.74 5.087 3675 96.71

10% Vmax 0.536 @ 4735 94.00 0.523  472.1 94.01 0.533  489.6  94.05 0.562 487.6  94.03 0.564 486.3 94.04

20% Vmax 1.021 | 472.9 94.96 1.025 483.2 94.94 1.069 | 487.3 @ 94.96 1.057 | 479.5 @ 94.93 1.063 | 495.6 @ 94.94

30% Vmax 1.454 | 473.6 96.02 1.467 475.6 96.05 1.545 | 468.3 @ 96.09 1.567 | 476.6 @ 96.06 1.556 | 480.3 @ 96.08

50% Vmax 2536 | 482.3 97.54 2.536 476.1 97.48 2536 4723 97.52 2563 485.2 97.58 2547 4756  97.55

75% Vmax 3.768 @ 486.2 97.40 3.752 4895 97.35 3.756 4785  97.36 3.785 4832 97.31 3.754 4713 97.30

100% Vmax 5.056 | 489.5 96.44 5.065 485.3 96.43 5.127  486.2 @ 96.43 5.056 479.5 96.46 5.086 486.3 96.49

Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10

Output Input Output | Input Output| Input Output| Input Output| Input Output| Input

Power Voltage Power | Voltage Efficiency || Power Voltage | Efficiency | Power | Voltage @ Efficiency || Power | Voltage | Efficiency | Power Voltage @ Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)

10% Vmin

20% Vmin
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