Manufacturer: Ningbo Ginlong Technologies Co.,Ltd.

Model #: GCI-5K-2G-H-US (240V)

% of Rated Output Power

Rated Maximum Continuous Output Power: 4.99 kW Night Tare Loss: 0.25 W
Vmin: 200 Vvdc Vnom: 360 Vvdc Vmax: 480 Vvdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (Vdc) | 0.50 1.00 1.50 2.50 3.74 4.99 Wtd
Vmin 200 93.5 94.6 95.6 97.0 96.9 96.5 96.5
Vnom 360 94.3 95.5 96.4 97.7 97.6 97.1 97.2
Vmax 480 94.1 95.0 96.1 97.5 97.3 97.0 97.0
CEC Efficiency = 97.0%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5

Output Input Output | Input Output | Input Output | Input Output | Input Output | Input

Power Voltage Power | Voltage | Efficiency | Power | Voltage  Efficiency | Power | Voltage | Efficiency | Power Voltage | Efficiency || Power | Voltage @ Efficiency
(% of rated) (Vdc) (kW) (Vdc) (%) (kW) | (Vvdc) (%) (kW) | (Vvdc) (%) (kw) | (vdc) (%) (W) (Vdc) (%)

10% Vmin 0.487 @ 205.1 93.98 0.495  204.1 | 93.75 0.512 189.2 | 93.35 0.489 203.2 93.01 0.512 198.2 93.21

20% Vmin 1.011 | 203.2 94.58 1.006 | 197.4  94.64 121 2035 | 9461 1.025 | 204.1 @ 94.52 1.035 | 2015 94.62

30% Vmin 1538 | 206.1 95.70 1525 | 202.3  95.69 1.651 1953  95.52 1532 | 192.3 95.41 152 209.3 | 9545

50% Vmin 2523 | 198.8 97.00 2511 | 197.7 | 97.06 2536 | 199.6 97.04 2541 1899 97.06 253 | 1953 | 97.04

75% Vmin 3.783 | 200.5 96.99 3.769 203.4 | 96.82 3.675 189.6 | 96.95 3.78 | 204.3 | 97.01 3.785 206.2 96.94

100% Vmin 5.023 | 200.9 96.50 5.031 | 210.5 | 96.55 5.087 206.8 | 96.43 5.069 196.5 96.45 5.089 197.3 96.51

10% Vnom 0.509 @ 360.5 94.21 0.512 358.3 | 94.26 0.498 368.2 | 94.41 0.512 365.2 94.35 0.517 360.2 94.33

20% Vnom 1.011 | 358.1 95.42 1.023 | 357.3 @ 95.52 1.058 | 358.6 @ 95.61 1.035 | 358.3 @ 95.59 1.082 | 358.3 @ 95.53

30% Vnom 1.487 | 357.2 96.32 1.479 | 349.8 96.34 1532 | 349.6 96.46 1563 | 357.6 @ 96.47 1.532 | 360.9 96.45

50% Vnom 2.485 | 360.5 97.61 2.486 | 363.2  97.65 2.475 | 370.3 | 97.79 2578 361.2 97.77 2521 3685 97.76

75% Vnom 3.762 @ 365.3 97.50 3.738 361.8 | 97.55 3.71  368.6 | 97.67 3.763 368.2 97.64 3.741 357.2  97.63

100% Vnom 5.024 | 362.1 97.11 5.038 366.2 | 97.11 5.031 364.1 | 97.12 5.065 3619 97.14 5.078 352 97.11

10% Vmax 0.503 @ 475.6 94.00 0.514 4721 | 94.08 0.478 489.6 | 94.10 0.568 485.1  94.09 0.564 486.3 94.11

20% Vmax 1.008 | 486.3 94.96 1.015 | 485.3 @ 95.03 1.005 @ 487.3 @ 95.08 1.036 | 479.5 @ 95.05 1.029 | 478.9 @ 95.10

30% Vmax 1.475 | 490.8 96.12 1474 | 487.3 @ 96.11 1512 | 4795  96.19 1568 | 475.6 @ 96.12 1.521 | 480.3  96.18

50% Vmax 2546 | 476.2 97.44 2523 | 476.1 | 97.38 2563 | 4723 | 97.42 2533 4852 97.51 2547 480.6 @ 97.58

75% Vmax 3.748 @ 483.6 97.30 3.764 4859 | 97.34 3.762 4769 | 97.32 3.768 481.3 97.33 3.741 4713 97.34

100% Vmax 5.038 | 487.9 96.81 5.047 | 478.3 | 96.83 5.063 486.2 | 96.79 5.031 479.5 96.77 5.036 482.3 97.82

Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10

Output Input Output | Input Output | Input Output | Input Output| Input Output| Input

Power Voltage Power Voltage Efficiency || Power | Voltage  Efficiency | | Power | Voltage  Efficiency | Power | Voltage | Efficiency || Power Voltage  Efficiency
(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)

10% Vmin
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100% Vmin
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