
Manufacturer: Ningbo Ginlong Technologies Co.,Ltd.

Model #: Solis-2K-2G-US (240V)

Rated Maximum Continuous Output Power: 1.99 kW Night Tare Loss: 0.25 W

Vmin: 170 Vdc Vnom: 280 Vdc Vmax: 400 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 0.20 0.40 0.60 1.00 1.49 1.99 Wtd
Vmin 170 92.3 94.0 95.1 96.5 96.2 96.0 95.8
Vnom 280 93.1 94.6 95.7 97.1 96.8 96.5 96.5
Vmax 400 93.4 94.8 95.8 97.2 97.2 96.9 96.8

CEC Efficiency = 96.5%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
Output 
Power 

Input 
Voltage 

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency

(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 170.46 0.235 92.34 170.85 0.235 92.36 170.46 0.246 92.29 170.66 0.236 92.31 170.55 0.229 92.33
20% Vmin 170.25 0.434 94.01 170.54 0.437 93.99 170.54 0.433 94.03 170.36 0.433 94.05 170.67 0.435 94.06
30% Vmin 169.88 0.632 95.01 169.33 0.629 95.03 169.52 0.624 95.08 169.65 0.618 95.09 169.87 0.633 95.11
50% Vmin 169.78 1.024 96.47 169.65 1.029 96.49 169.35 1.046 96.42 169.78 1.045 96.41 169.64 1.043 96.49
75% Vmin 170.26 1.522 96.15 170.32 1.532 96.18 170.22 1.523 96.14 170.31 1.523 96.17 170.45 1.522 96.24
100% Vmin 171.33 2.044 96.04 170.55 2.046 96.01 171.33 2.044 95.99 171.55 2.046 95.95 171.63 2.023 95.97
10% Vnom 280.33 0.233 93.30 280.56 0.238 93.08 280.67 0.23.1 93.09 280.56 0.229 93.06 280.95 0.238 93.05
20% Vnom 281.45 0.423 94.59 280.33 0.429 94.61 281.84 0.426 94.59 281.36 0.42 94.54 281.13 0.463 94.49
30% Vnom 281.63 0.623 95.62 281.69 0.634 95.63 281.86 0.635 95.68 281.21 0.626 95.67 281.68 0.635 95.66
50% Vnom 280.65 1.032 97.16 280.77 1.035 97.11 280.78 1.015 97.12 279.55 1.035 97.17 279.67 1.034 97.15
75% Vnom 279.41 1.532 96.82 279.65 1.522 96.81 279.63 1.521 96.79 279.63 1.529 96.85 279.89 1.525 96.84
100% Vnom 279.63 2.048 96.54 279.77 2.047 96.58 279.89 2.034 96.16 279.87 2.032 96.49 279.46 2.035 96.58
10% Vmax 401.32 0.244 93.47 401.87 0.238 93.46 401.26 0.218 93.44 401.2 0.224 93.45 401.56 0.226 93.39
20% Vmax 401.36 0.439 94.86 399.65 0.446 94.78 399.68 0.433 94.86 399.75 0.437 94.87 399.68 0.428 94.75
30% Vmax 399.87 0.627 95.81 400.22 0.623 95.82 400.38 0.621 95.84 400.65 0.625 95.85 400.78 0.633 95.84
50% Vmax 400.65 1.037 97.25 400.76 1.048 97.24 400.77 1.023 97.23 400.5 1.036 97.22 400.75 1.038 97.19
75% Vmax 400.87 1.523 97.23 400.65 1.522 97.22 400.63 1.534 97.25 400.64 1.522 97.24 400.63 1.526 97.26
100% Vmax 399.98 20.18 96.95 399.78 2.029 96.97 399.56 2.025 96.97 399.86 2.035 96.88 399.46 2.035 96.970
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