
Manufacturer: Ningbo Ginlong technologies Co.,Ltd.

Model #: Solis-3.6K-2G-US (208V)

Rated Maximum Continuous Output Power: 3.59 kW Night Tare Loss: 0.25 W

Vmin: 200 Vdc Vnom: 360 Vdc Vmax: 480 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 0.36 0.72 1.08 1.80 2.69 3.59 Wtd
Vmin 200 92.0 94.5 95.7 96.7 96.7 96.2 96.2
Vnom 360 92.9 95.4 96.4 97.2 97.4 96.6 96.9
Vmax 480 92.5 95.0 96.0 97.2 97.1 96.3 96.6

CEC Efficiency = 96.5%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 0.369 199.23 91.98 0.371 200.23 91.99 0.375 200.36 92.07 0.381 200.36 92.04 0.476 200.36 91.87
20% Vmin 0.731 200.31 94.49 0.729 200.36 94.47 0.834 201.54 94.46 0.736 201.56 94.48 0.736 201.65 94.47
30% Vmin 1.092 201.56 95.67 1.088 19934 95.69 1.094 199.23 95.67 1.094 201.36 95.66 1.091 200.63 95.64
50% Vmin 1.821 200.68 96.71 1.823 199.56 96.62 1.826 199.45 96.61 1.832 200.56 96.74 1.823 199.54 96.65
75% Vmin 2.711 199.73 96.67 2.724 200.25 96.68 2.733 200.87 96.66 2.741 199.25 96.69 2.735 199.65 96.67
100% Vmin 3.621 199.87 96.21 3.619 199.65 96.17 3.615 201.78 96.18 3.621 199.36 96.19 3.615 200.78 96.21
10% Vnom 0.379 360.32 92.93 0.378 360.56 92.97 0.385 360.77 92.96 0.387 360.25 92.87 0.375 360.32 92.91
20% Vnom 0.734 360.21 95.41 0.731 360.78 95.45 0.736 360.85 95.46 0.735 360.28 95.43 0.736 359.87 95.47
30% Vnom 1.089 361.59 96.45 1.091 361.78 96.47 1.094 361.56 96.44 1.089 359.47 96.43 1.099 360.21 96.41
50% Vnom 1.821 360.78 97.15 1.824 360.44 97.18 1.821 361.44 97.16 1.821 360.89 97.18 1.824 360.58 97.25
75% Vnom 2.724 359.77 97.41 2.725 359.78 97.44 2.733 359.58 97.39 2.745 359.65 97.43 2.766 360.96 97.41
100% Vnom 3.621 359.87 96.65 3.632 359.79 96.64 3.645 359.77 96.59 3.651 360.21 96.67 3.655 361.23 96.69
10% Vmax 0.375 481.77 92.52 0.384 480.26 92.51 0.381 480.32 92.52 0.388 480.79 92.55 0.379 480.56 92.59
20% Vmax 0.741 480.36 94.97 0.731 480.32 94.97 0.732 480.63 94.96 0.741 480.68 94.95 0.736 479.55 94.94
30% Vmax 1.092 481.23 96.03 1.089 479.65 96.02 1.098 479.89 96.01 1.098 479.65 96.02 1.099 480.78 96.03
50% Vmax 1.823 179.36 97.17 1.824 479.54 97.16 1.831 479.56 97.15 1.833 480.36 97.16 1.836 480.23 97.21
75% Vmax 2.732 480.36 97.09 2.722 480.63 97.07 2.744 481.23 97.03 2.754 479.32 97.05 2.724 481.32 97.06
100% Vmax 3.625 479.65 96.25 3.632 481.56 96.26 3.621 479.56 96.23 3.657 481.26 96.25 3.644 479.63 96.26
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