Manufacturer: OutBack Power Systems Inc.

Model #: GTFX3048

Rated Maximum Continuous Output Power: 2.56 kW Night Tare Loss: 0.00 W
Vmin: 40 Vdc Vnom: 52 Vdc Vmax: 60 Vdc
Power Level (%; kW)
10% 20% 30% 50%  75% 100%
Input Voltage (Vdc) [ 0.26 0.51 0.77 1.28 1.92 2.56 Witd
Vmin 40 83.8 90.0 92.2 93.4 92.7 91.5 92.2
Vnom 52 80.0 87.2 90.0 92.0 92.0 91.5 91.0
Vmax 60 77.2 84.9 88.2 90.7 91.1 90.6 89.8
CEC Efficiency = 91.0%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
Output Input Output | Input Output | Input Output | Input Output | Input Output | Input
Power Voltage Power Voltage Efficiency | Power Voltage Efficiency || Power Voltage Efficiency | Power Voltage | Efficiency  Power | Voltage | Efficiency

(% of rated) (Vdc) (kW) (Vdc) (%) (kW) | (Vdc) (%) (kW) = (Vdc) (%) (kW) | (Vdc) (%) (W) | (Vdc) (%)
10% Vmin
20% Vmin
30% Vmin
50% Vmin
75% Vmin
100% Vmin
10% Vnom
20% Vnom
30% Vnom
50% Vnom
75% Vnom
100% Vnom
10% Vmax
20% Vmax
30% Vmax
50% Vmax
75% Vmax
100% Vmax

Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10
Output Input Output | Input Output | Input Output | Input Output | Input Output | Input
Power Voltage Power Voltage Efficiency | Power Voltage Efficiency || Power Voltage Efficiency | Power Voltage | Efficiency = Power | Voltage | Efficiency

(% of rated) (Vdc) (W) (Vdc) (%) (W) | (Vdc) (%) (W) | (Vdc) (%) (W) | (Vdc) (%) (W) | (Vdc) (%)
10% Vmin
20% Vmin
30% Vmin
50% Vmin
75% Vmin
100% Vmin
10% Vnom
20% Vnom
30% Vnom
50% Vnom
75% Vnom
100% Vnom
10% Vmax
20% Vmax
30% Vmax
50% Vmax
75% Vmax
100% Vmax




