
Manufacturer: SolarEdge Technologies Ltd

Model #: SE33.3KUS

Rated Maximum Continuous Output Power: 33.400 kW Night Tare Loss: -5.05 W

Vmin: 790 Vdc Vnom: 850 Vdc Vmax: 950 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 3.34 6.68 10.02 16.70 25.05 33.40 Wtd
Vmin 790 97.2 98.2 98.9 98.5 98.7 98.5 98.6
Vnom 850 96.7 98.1 98.1 98.5 98.4 98.2 98.3
Vmax 950 96.3 97.8 97.8 98.5 98.3 98.2 98.2

CEC Efficiency = 98.5%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%)
10% Vmin 3.0262 789.77 97.307 3.027 789.1 97.213 3.026 789.14 97.210 3.027 789.14 97.112 3.023 789.17 97.104
20% Vmin 6.8967 789.02 98.243 6.893 789.02 98.196 6.893 788.98 98.242 6.9 788.97 98.291 6.897 788.99 98.243
30% Vmin 10.38 788.84 98.857 10.38 788.85 98.889 10.38 788.83 98.857 10.39 788.83 98.984 10.38 788.89 98.857
50% Vmin 16.75 789.33 98.529 16.75 789.31 98.529 16.74 789.28 98.490 16.74 789.31 98.490 16.75 789.03 98.510
75% Vmin 23.88 788.91 98.678 23.88 788.94 98.678 23.88 788.96 98.678 23.88 788.99 98.678 23.88 789.02 98.678
100% Vmin 32 788.68 98.462 32 788.65 98.462 32 788.64 98.462 32 788.65 98.462 32 788.77 98.462

10% Vnom 3.0186 849.11 96.751 3.014 849.09 96.618 3.016 849.11 96.657 3.016 849.06 96.662 3.015 849.12 96.632
20% Vnom 6.8967 848.85 98.103 6.893 848.84 98.056 6.897 849.33 98.103 6.893 849.54 98.056 6.897 849.57 98.103
30% Vnom 10.4 849.34 98.113 10.4 849.32 98.113 10.4 849.38 98.113 10.4 849.37 98.113 10.4 849.32 98.113
50% Vnom 16.75 848.59 98.529 16.75 848.6 98.510 16.75 848.65 98.510 16.74 848.64 98.490 16.74 848.62 98.490
75% Vnom 23.903 848.84 98.368 23.9 848.89 98.340 23.9 848.87 98.368 23.91 848.88 98.381 23.91 848.87 98.395
100% Vnom 32 848.49 98.160 32 848.56 98.160 32 848.58 98.160 32 848.63 98.160 32 848.58 98.160

10% Vmax 3.0193 948.78 96.157 3.03 948.75 96.493 3.023 948.7 96.279 3.026 948.73 96.378 3.026 948.72 96.384
20% Vmax 6.9 948.65 97.826 6.9 948.47 97.872 6.893 948.47 97.824 6.9 948.51 97.872 6.897 948.53 97.825
30% Vmax 10.373 948.4 97.862 10.37 948.39 97.830 10.37 948.7 97.830 10.37 949.13 97.830 10.37 949.05 97.862
50% Vmax 16.74 948.77 98.471 16.74 948.21 98.471 16.74 948.27 98.471 16.74 948.24 98.471 16.74 948.25 98.471
75% Vmax 23.89 948.49 98.313 23.89 948.44 98.313 23.89 948.46 98.313 23.89 948.47 98.313 23.89 948.46 98.313
100% Vmax 32 947.7 98.160 32 948.78 98.160 32 948.77 98.160 32 948.74 98.160 32 948.76 98.160

Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10
Output 
Power 

Input 
Voltage 

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency

Output 
Power

Input 
Voltage Efficiency
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