Manufacturer: Solectria Renewables, LLC
Model #: PVI-100-208-PE

Rated Maximum Continuous Output Power: 100.00 kW Night Tare Loss: -0.50 W
Vmin: 300 Vvdc Vnom: 345 Vvdc Vmax: 480 Vdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (Vdc) | 10.00 20.00 30.00 50.00 75.00 100.00 Wtd
Vmin 300 94.0 96.8 97.3 97.3 97.0 96.4 97.0
Vnom 345 94.4 96.5 97.2 97.2 97.1 96.4 97.0
Vmax 480 93.6 96.3 97.0 97.0 96.9 96.4 96.7

CEC Efficiency = 97.0%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
Output Input Output | Input Output | Input Output | Input Output | Input Output | Input
Power Voltage Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage | Efficiency | Power Voltage  Efficiency | Power | Voltage  Efficiency
(% of rated) (Vdc) (kW) (Vdc) (%) (kW) | (Vvdc) (%) (kw) | (vdc) (%) (kW) | (Vvdc) (%) (kw) | (vdc) (%)
10% Vmin 8.68 300.56 94.012 8.68 300.55 94.037 8.68 300.6 93.818 8.68 300.6 94.042 8.68 300.58 93.978
20% Vmin 21.9 300.62 96.762 219 300.61 96.733 219 300.6 96.784 219 300.6 96.813 21.9 300.59 96.822
30% Vmin 31.9 300.65 97.336 31.9 300.64 97.285 31.9 300.64 97.277 31.9 300.64 97.279 31.9 300.65 97.331
50% Vmin 51.8 300.73 97.352 51.8 300.71 97.372 51.9 300.72 97.344 51.9 300.73 97.338 51.8 300.72 97.341
75% Vmin 72.7 300.8 97.025 72.7 300.78 97.031 72.7 301.22 97.04 72.8 300 97.022 72.7 300.65 97.046
100% Vmin 99‘ 300.86‘ 96.382“ 99.1‘ 300.8‘ 96.368“ 98.9‘ 300.83‘ 96.377“ 99.2‘ 300.84‘ 96.387“ 99.4‘ 300.84‘ 96.402"
10% Vnom 9.5848 344.84 94.33 9.589 344.85 94.41 9.593 344.87 94.35 9.587 344.88 94.39 9.585 344.87 94.37
20% Vnom 21.785 344.86 96.461 21.76 344.87 96.523 21.77 3449 96.457 21.76 344.87 96.421 21.76 344.91 96.483
30% Vnom 32.301 344.95 97.187 32.29 344.96 97.236 32.33 344.94 97.19 32.35 344.98 97.211 32.34 344.98 97.141
50% VVnom 51.414 345.02 97.243 51.41 344.98 97.271 51.48 345.04 97.222 51.45 344.99 97.233 51.44 344.98 97.216
75% Vnom 73.45 345.06 97.11 73.5 34512 97.119 73.49 345.11 97.119 73.54 345.06 97.1 73.43 345.07 97.112
100% VVnom 99.436‘ 345.23‘ 96.386“ 99.38‘ 345.2‘ 96.391“ 99.36‘ 345.12‘ 96.389“ 99.25‘ 345.19‘ 96.398“ 99.35‘ 345.24‘ 96.374"
10% Vmax 9.4022 479.04 93.837 9.393 479.03 93.345 9.399 479.07 93.765 9.395 479.04 93.473 9.399 479.06 93.524
20% Vmax 22.028 479.1 96.498 22.03 479.13 96.273 21.99 479.13 96.264 22.02 479.11 96.364 21.99 479.14 96.222
30% Vmax 32.916 479.19 96.908 32.97 479.24 97.045 32.96 479.14 96.921 32.94 479.16 96.972 32.87 479.2 97.009
50% Vmax 53.674 479.36 96.993 53.7 479.26 97 53.79 4793 97.086 53.65 479.36 97.026 53.7 479.27 97.001
75% Vmax 72.607 479.5 96.874 72.47 479.43 96.871 72.64 479.33 96.88 72.61 4795 96.887 72.49 479.49 96.872
100% Vmax 100.47 479.75 96.427 100.5 479.57 96.412 100.4 479.64 96.404 100.4 479.78 96.415 100.5 479.62 96.452
Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10
Output Input Output | Input Output| Input Output| Input Output| Input Output| Input
Power Voltage Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage | Efficiency || Power | Voltage | Efficiency
(% of rated) (vdc) (kW) (Vdc) (%) (kw) | (vdc) (%) (kW) | (vdc) (%) (kW) | (vdc) (%) (kW) | (vdc) (%)
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